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ADORNO COLLECTION



HPDC On Line Builder

 CODICER 95 POCELAIN SERIES

CODICER 95, S.L.
HEX.MARMARIS SUNSET

0

LT-P1

No

The final product (glaze procelain tiles for wall and floor and

floor and for internal and external use) are inert and fully vitrified

The ceramic porcelain tiles are fired at high temperatue, over

1.200 ºC or 2.192 ºF

Porcelain glazed tiles / Silica, Ampophous LT-P1 

Novembner 11th 2020
November 11th 2020
November 11th 2023

HDCO on line 1

VOC content data is not applicable for this produt category

Yes

Dust pressed glazed ceramic tiles EN 14411 - Group BIa as per standard ISO 13006 Anex G

Silica vitreous LT-UNK Mullite (Al6O5(SIO4)2) LT-UNK

5

Glazed porcelain with water absorption less than 0.5% for floor and wall for inernal ans external use

DORNE BLUE SERIES

October 15th 2020
October 15th 2020

October 15th 2023



Porcelain glazed tiles NO

LT-P1 NONE NO Component of the final body

No warnings found on HPD priority list

SILICA, AMPORPHOUS 7631-86-9

20 - 40 %

The final product is fully vitrified at high temperature (over 1.200 ºC - 2.192 ºF)

SILICA VITROUS 11126-22-0

30 - 50 % LT-UNK NONE NO

March 2019

March 2019

Component of the final body

No warnings found on HPD priority list

The final product is fully vitrified at high temperature (over 1.200 ºC - 2.192 ºF)

MULLITE (AL6O58SIO4)2)

 CODICER 95 POCELAIN SERIES

The final product is fully vitrified at high temperature (over 1.200 ºC - 2.192 ºF)

Basic Inventory method with Product-Level thershold

Basic Inventory method with Product-Level thershold

Basic Inventory method with Product-Level thershold

5 - 15% LT-UNK NONE NO

March 2019

Component of the final body

No warnings found on HPD priority list

The final product is fully vitrified at high temperature (over 1.200 ºC - 2.192 ºF)

HDCO on line 2

1302-93-8

5

October 20

October 20

October 20



Third party April 27th 2020 April 27th 2023

SGS

Codicer 95, S.L. Ctra de Alcora km 10.5, 12006 Castellon - Spain

SCOPE: Design; maniufacture and sale of porcelain tiles

ISO 9001:2015

ISO 14001:2015

Third party January 8th 2013 September 14th 2021

EAQ españa

Codicer 95, S.L. Ctra de Alcora km 10.5, 12006 Castellon - Spain

www.codicer95.es/es/empresa

www.codicer95.es/es/empresa

SCOPE: Porcelain porduction process, though phases of milling, spray drying, pressing, decoration and firing

3HPDC On Line 5

September 14th 2024



ISO 13006 CERAMIC TILES - Definitions, classification, characteristics and marking.

CERAMIC TILE: "thin slab made from clays and/or other inorganic raw materilas, generally used as coverings for floors and walls usually shaped by extruding (A) or pressing (B) at room temperature, then dried and
subsequently fired at sufficient temperatures to develope the requiered properties. These tiles can be glazed (GL) or unglazed (UGL)"
PORCELAIN TILE: fully vitrified tile with water absortion coeficient lessthan o equal to a mass fraction of 0.5% belonging to groups AIa and BIA

4 5HPDC on line



CODICER 95, S.L.

Ctra de Alcora km 10.5, 12006 Castellon - Spain

www.codicer95.es

Jaune Quiros

Quality manager

+ 34 964 202 450

codicer@codicer95.es

5 5HPDC on line
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