
RIGID CORE CLICK & GLUE-DOWN LVTS K Y

POWERED BY PERFORMANCE

Lorem ipsum dolor sit amet, consectetur adipiscing elit, sed do eius-

mod tempor incididunt ut labore et dolore magna aliqua. Ut enim ad 

minim veniam, quis nostrud exercitation ullamco laboris nisi ut aliquip 

ex ea commodo consequat. Duis aute irure dolor in reprehenderit in 

voluptate velit esse cillum dolore eu fugiat nulla pariatur. Excepteur 

sint occaecat cupidatat non proident, sunt in culpa qui officia deserunt 

mollit anim id est laborum.
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•	  High-Definition designs for any  

  style or decor

•	  Less maintenence

•	  More affordable than natural  

  materials with greater ROI

•	  Proprietary ProTX™ UV-cured  

  urethane topcoat protects  

  against abrasions and provides  

  indutry-leading scratch, scuff,  

  stain, and chemical resistance

•	  Quick & easy installation

•	  Comes in both rigid core click &    

  glue-down formats

•	  In stock & Ready to Ship

WHY SKY LVT?
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S K Y RIGID CORE CLICK & GLUE-DOWN LVT

DESIGN SIZE 12 MIL GLUE DOWN 12 MIL RIGID CORE CLICK

Hickory Sea 6x48 ● ●

Hickory Bliss 6x48 ● ●

Oak Shadow 6x48 ● ●

Oak Coastal 6x48 ● ●

Hickory Sea 6x48 ● ●

Hickory Bliss 6x48 ● ●

Oak Shadow 6x48 ● ●

Oak Coastal 6x48 ● ●

● In Stock |  ● Available to Order

TECHNICAL DATA RIGID CORE CLICK LVT GLUE DOWN LVT

Available Sizes: 6” x 48” 6” x 48”

Construction:
Rigid Core Click Luxury Vinyl 

Tile
Glue Down Luxury Vinyl Tile

Classification:
ASTM F3261 Class I, Type B, 

Grade I, Backing class B
ASTM F1700 Class III, Type B

Total Thickness:
4.5 mm (0.180") (Includes 1.0 

mm Acoustic Backing)
2.0 mm (0.80")

Wear Layer Thickness: 12 mil (0.30mm) 12 mil (0.30mm)

Edge Treatment: Micro-Bevel Square Edge

Finish: ProTx™ ProTx™

Color: 28 18

Application Type: Rigid Core - Click Glue Down

Adhesive: UNILIN Angle/Drop Tilebar Trowel or Tilebar Roll

Backing Color: Black Black

Pieces per Carton: 14 pcs 20 pcs

Weight per Carton: 39.6 lbs 34.3 lbs

Square Feet per Carton: 27.39 ft 42.37 ft

Cartons per Pallet: 66 60

TESTING SPECIFICATIONS 12 MIL GLUE DOWN

Flexibility (ASTM F137): Passes - 1" Mandrel - No Crack / Break

Dimensional Stability (ASTM F2199): Passes - Max 0.020 in/lin ft

Squareness (ASTM F540): Passes - Max 0.010"

Static Load (ASTM F970 mod.):
Passes - Modified Test (anything beyond 250 

PSI) = 2,000 PSI; Residual Indent ≤ 0.005"

Residual Indentation (ASTM F1914): Passes - < 8% Avg / 10% Single Value

Flooring Radiation Panel (ASTM E648): Passes - Class 1; ≥ 0.45 watts / cm2

Smoke Density (ASTM E662): Passes - ≤ 450

Slip Resistance (ASTM D2047): Passes - SCOF ≥ 0.6

Resistance to Light (ASTM 1515): Passes - ΔΣ≤ 8.0

Chemical Resistance (ASTM F925): Excellent

Resistance to Heat (ASTM F1514): Passes

TESTING SPECIFICATIONS 12 MIL RIGID CORE CLICK

Dimensional Stability (ASTM F2199): Passes - Max 0.020 in/lin ft

Squareness (ASTM F540): Passes - Max ± 0.010

Flatness (ISO 24337): Passes 

Opening (ISO 24337): Passes

Ledging (ISO 24337): Passes

Residual Indentation (ASTM F1914):
Avg, ≤ 0.007 in. (0.18 mm) | No puncture thru 

wear layer / décor to Rigid Core

Static Load (ASTM F970 mod.):
Passes – Modified Test (anything beyond 250 

PSI) = 1,500 PSI; Residual Indent ≤ 0.005”

Acoustics (ASTM E492):
54 – Over 6” Concrete Slab | 68 – Over 6” Con-

crete Slab and Drop Ceiling

Flooring Radiant Panel (ASTM E648): Passes – Class 1; ≥ 0.45 watts/cm2

Smoke Density (ASTM E662): Passes - ≤ 450

Slip Resistance (ASTM D2047): Passes - SCOF≥ 0.6

Resistance to Light (ASTM F1515): Passes - ΔΣ≤ 8.0

Chemical Resistance (ASTM F925): Excellent

Resistance to Heat (ASTM F1514): Passes

Castor Chair (EN 425) Passes

Resistance to Heat (ASTM F1514): Excellent

Castor Chair (EN 425): Passes

LVT


